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CATEGORY:  Control Unit (Non-High Rise) 
 
LISTED:  Faraday Inc., 805 S. Maumee Street, Tecumseh MI 49286 

Contact:  Steven A. Blohm (517) 423-2111 
 
DESIGN:  Model MPC-2000 fire alarm control unit.  Power-limited; local, auxiliary, remote station, 

proprietary or central station (protected premises) service; coded and non-coded; automatic, 
manual, waterflow and sprinkler supervisory service.  System components: 

 
CB-1/3UR/B 401279/80  Enclosure Box 
CB-2/4UR/B 401291/92  Enclosure Box 
CD-1/3SR/B 401275/76/77/78 Enclosure Door 
CD-2/4SR/B 401267/68/69/70 Enclosure Door 
CU-2  401300/348  CPU/Control/Display Module 
MP-3  401304/344/379 Main Power Supply Module 
BC-2  401306/380  Battery Charger Module 
ZN-1/-2/-3 401310/311/312 Initiating Module (Conventional System) 
SC-1/-2/-3 401313/314/315 Indicating Module (Conventional System) 
AM-1  401337  A/A Loop (Analog/Addressable System) 
AR-1/-2/-3 401316/317/318 Aux. Relay Module  
CT-1  410319  City Tie Module (Remote Station, Aux.) 
TX-1/-2             401324/325  Power Transformer 
AP-4  401305/381  Regulated Aux. Power Supply Module 
AP-5  401309/382  Unregulated Aux. Power Supply Module 
DI-1  401401  DACT Interface 
BB-1  401327  Buffer Module for Zone & Signal 
BB-2  401338  Buffer Board 
SI-1/-2/-3 401322/339/366 Serial Interface Module 
PR-1  401323  Printer Module 
CI-2  401354  Communication Interface Module 
PD-1/-4  401361/364  Power Distribution Board 
CI-1  401340  Computer Interface Module 

 
INSTALLATION: In accordance with listed's printed installation instructions, applicable codes & ordinances 

and in a manner acceptable to the authority having jurisdiction. 
 
MARKING:  Listed's name, model number, electrical rating and UL label. 
 
APPROVAL:  Listed as fire alarm control unit for use with separately listed compatible initiating and 

indicating devices.  *Unit can produce the distinctive three-pulse Temporal Pattern Fire 
Alarm Evacuation Signal as required per NFPA 72, 1996 Edition.  Refer to 
manufacturer’s Installation Manual for details. 

 *Corrected 09-12-2000 
 

 
This listing is based upon technical data submitted by the applicant.  CSFM Fire Engineering staff has reviewed the test 
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or 
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation 
criteria.  Refer to listee’s data sheet, installation instructions and/or other suitable information sources.  
 

Date Issued:   JUNE 8, 2002    Listing Expires June 30, 2003  
   

Authorized By: DIANE K. AREND, Senior Deputy 
Program Manager 


